
RubberGutter EPDM SA is a self-adhered, synthetic EPDM 

rubber waterproofing membrane especially conceived to 

give metal gutters a second, very long service life.

Installation is very quick and easy and does not 

require special tools. RubberGutter EPDM SA’s unique  

Secure Bond technology ensures uniform and strong 

adhesion across the entire membrane, from edge to 

edge, without the need to apply adhesive on site. 

ADVANTAGES

QUICK & EASY TO INSTALL

ELASTIC & DURABLE

AESTHETIC  FINISH

ENVIRONMENTALLY FRIENDLY

CERTIFIED QUALITY

SARUBBERGUTTER



TECHNICAL DATA
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This document is meant only to highlight Firestone’s products and specifications. Information 
is subject to change without notice. All products and specifications are listed in approximate 
weights and measurements. For complete product and detail information, please refer to 
the technical information posted on www.firestonebpe.com. Firestone takes responsibility 
for furnishing quality materials which meet Firestone’s published product specifications. As 
neither Firestone itself nor its representatives practice architecture, Firestone offers no opinion 
on and expressly disclaims any responsibility for the soundness of any structure on which its 
products may be applied. If questions arise as to the soundness of a structure or its ability 
to support a planned installation properly, the owner should obtain opinions of competent 
structural engineers before proceeding. Firestone accepts no liability for any structural failure 
or for resultant damages and no Firestone Representative is authorized to vary this disclaimer.

www.firestonebpe.com

For further information, please contact your local Firestone distributor:

SCAN THE QR CODE AND ACCESS:
 √ TECHNICAL INFORMATION SHEETS

 √ INSTALLATION GUIDELINES

 √ VIDEOS

 √ AND MUCH MORE!

PROPERTY EN TEST DECLARED VALUE

Elongation EN 12311-2 ≥ 300 %

Water vapor permeability EN 1931 50,000

Tear resistance EN 12310-2 ≥ 20 N

Tensile strength EN 12311-2 ≥ 8 MPa

Reaction to fire EN 13501-1 E

Watertightness (2 kPa) EN 1928 Pass

Durability (2 kPa) EN 1296/ EN 1928 Pass

Durability against ageing EN 1296/ EN 1931 Pass

THICKNESS WIDTH LENGTH WEIGHT

1.3 mm (1.2 mm EPDM membrane + 0.1 mm adhesive layer) 75 cm* 20 m 1.57 kg/m²
*Other widths are available upon demand.


